
















InGaAs/InP‐photodiodes  from different manufacturers have got rather  low noise  level, a 
good response uniformity over the sensitive surface and a wide dynamic range. Therefore 
they  are  good  devices  to  built  radiometers  in  the  NIR  spectral  region.  As  in  any 
photodiode,  the spectral short‐circuit  responsivity  is determined by  the wavelength and 
the  photodiode’s  reflectance  and  internal  quantum  efficiency.  Then  if  these  quantities 
were known, the photodiode’s responsivity would be known without being compared to 
another standard radiometer;  i. e.  the photodiode would be an absolute radiometer  for 
optical radiation measurements. This idea was firstly developed for silicon photodiodes in 
the  eighties,  once  the  technology  was  able  to  produce  low  defects  photodiodes[1]. 
Following this reference, the reflectance could be approached from a superimposed thin 
layers model. By knowing  the  thicknesses of  the  layers and  the optical constants of  the 
materials,  it  is possible to determine the device reflectance. However, this  information  is 
not completely available for InGaAs/InP photodiodes: the actual thickness of the layers is 
not  known  and  optical  constants  of materials  are  only  approximately  known  for  bulk. 
Nevertheless  it’s  possible  to  measure  reflectance  at  some  wavelengths  and  to  fit  the 
thicknesses  of  a  layer  model  that  would  reproduce  those  experimental  values.  The 
internal quantum efficiency cannot be determined as in [2], since InGaAs photodiodes are 
hetero‐junctions  rather  than  homo‐junctions  as  silicon  photodiodes  are.  In  the  other 
hand, since the internal structure is not accurately known, it is not possible to model the 
internal  quantum  efficiency  without  having  experimental  values  for  it.  Therefore  the 
attainable  scope  at  present  is  just  to  obtain  a model  to  be  able  to  calculate  spectral 
responsivity  values  at  any  wavelength.  To  get  this,  a  model  has  been  developed  to 
























These photodetectors are  chosen as  the  first device of  interest because of  their  simple 
structure,  and  since  their  analysis  is  a  natural  extension,  almost  an  example,  of  our 
discussion  of  p‐n  diodes. Whereas  the  field  of  photodetectors  goes  far  beyond  that  of 
semiconductor  photodetectors,  we  restrict  ourselves  here  to  such  devices.  It  will  be 
discussed  p‐i‐n  diodes,  which  are  also  referred  to  as  photovoltaic  detectors, 
photoconductors  or  solar  cells  photodetectors.  The  distinction  between  the  different 






a  region,  which  can  be  denominated  as  the  depleted  or  exhausted  region,  where  an 
electric  field  sweeps  the  generated  charge  carriers  and  produces  an  external  electrical 
current.  In  addition  charge  generated  outside  that  region  also  contributes  to  the 
photocurrent. Thus, the total photodiode response I can be written as  








where  ( )λη   is  the  internal quantum efficiency, which  indicates the number of electrons 
produced by each absorbed photon, q is the electron charge, h is the Planck constant, c is 
 
the  velocity  of  light,  φ   is  the  radiant  flux,  λ   is  the  wavelength  and  ( )λρ   is  the 
photodiode’s reflectance. From equation (1), the responsitivity R can be obtained as: 
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This equation shows that the responsivity depends on the wavelength of the incident light 
by  three  ways,  directly,  via  the  reflectance  of  the  surface,  and  through  the  quantum 
efficiency.  This  equation  indicates  also,  that  the  responsivity will  be  known  if  both  the 
reflectance and the internal quantum efficiency are known at every wavelength and is the 
quantity usually measured.    It  is  seen  from equation  (1),  that  the photodiode  response 
depends on a set of parameters inherent in the incident light like the spectral distribution, 
polarization, modulation frequency, angle of  incidence, and radiant power. Furthermore, 
the  response  is  determined  by  photodetectors  features  such  as  the material  refractive 










In  order  to  do  that  it  is  important  to  know  the  external  quantum  efficiency  and  the 
reflectance of these photodiodes and try to model them to establish spectral responsivity 
values  at  any  wavelength.  In  this  work  we  will  present  spectral  reflectance  and 





A set of  two photodiodes  from  the same batch of every manufacturer  (three) has been 
studied in this work, which makes a total of six photodiodes. Two sets of detectors had a 
round aperture 5 mm in diameter and the third set had a rectangular aperture 8 mm x 8 
mm.  Spectral  responsivity  (R(λ))  has  been  measured  by  comparison  to  an  electrically 
calibrated  pyroelectric  radiometer  (ECPR),  obtaining  responsivity  values  with  an 






probably  to a different  internal  structure  in  the photodiode. Both detectors Xotchil and 
Chacho, from different manufacturers, present the typical low responsivity at wavelengths 






External  quantum  efficiency  is  obtained  from  the  responsivity  values  according  to  the 
equation: 
 





where  h,  c  and  e  are  the  usual  physical  constant  and  λ  is  the wavelength.  The  values 
obtained are presented  in  figure 2.  It can be more clearly seen  that  the oldest detector 
(detector  B)  presents  a  lower  external  quantum  efficiency  than  the  other  and  that 
detector Chacho presents a higher external quantum efficiency and a “roll‐off” at a longer 

















Where  ( )λpI   is  the  detection  system  response  to  the  light  reflected  by  the  InGaAs 
photodiode,  ( )λmI   is the response to the  light reflected by the mirror and  ( )λρm   is the 
reflectance of the standard mirror. The reflectance was measured at an incidence angle of 






Figure  3  shows  spectral  reflectance  values  for  the  same  photodiodes  with  linearly 
polarized light. It can be said that the change in reflectance at this incidence angle is lower 
 
than  2 %.  Two main  features  appear  in  figure  3.  In  one  hand  all  detectors  present  an 
antireflection  structure  along  the  long wavelength  interval,  probably  to maximize  their 






has  been  done  for  these  measurements.  Within  the  optical  communications  spectral 
range,  an  antireflection  structure  has  been  found  on  the  sensitive  surface  of  5 mm  in 
diameter  photodiodes  from  two  manufacturers.  Because  of  this,  the  response 
dependence on optical polarization has been  tested at  that  incidence angle,  founding a 
small dependence  (less  than 0.5 %  in  response), what  is  an  interesting  result  since  the 
radiation  impinges usually within a range of  incidence angles, even at normal  incidence, 
because  of  the  divergence/convergence  of  optical  beams.  A  simple  layered model  has 
been fitted to measured reflectance values. The fitting goodness is better for photodiodes 
manufactured by Hamamatsu. For the other photodiodes the fitting  is worse although  it 






knowledge about  the device  than  it  is  available. Then  a  collection efficiency model has 








photodiode 5 may be  taken as 1,  therefore, measuring  the  reflectance,  the  responsivity 
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